GENERAL NOTES

THE CABINETS SHALL BE ATTACHED TO THE FOUNDATION
WITH STAINLESS STEEL CINCH BOLTS PER MANUFACTURER'S
RECOMMENDATIONS. INSTALLATION SHALL BE DONE IN DRY
CONDITIONS. BOLTS SHALL EXTEND A MINIMUM OF 15"
ABOVE THE CONCRETE PAD.

ALL REINFORCING STEEL SHALL HAVE A MINIMUM OF 2
CLEAR COVER.

PLACE A '/" SILICONE SEAL BETWEEN THE CABINETS AND
THE FOUNDATION.

SEE STANDARD PLAN J-9a “TYPICAL GROUNDING DETAILS"”
FOR GROUNDING DETAILS. TWO GROUND RODS ARE REQUIRED.

INSTALL CONDUIT AS INDICATED IN PLANS.
SHALL EXTEND 2" ABOVE THE FOUNDATION.

CONDUIT

CONCRETE SHALL BE CLASS 3000.
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ELEVATION
(SECTION A-A)

CONTROLLER CABINET AND
TRANSFORMER ON PAD FOUNDATION

(1) DRIVE GROUND RODS BEFORE PLACING
CONCRETE. MOVE ROD(S) AND DRAIN
TILE(S) WITH COVER(S) AS REQUIRED
TO ACHIEVE FULL GROUND PENETRATION.
MAINTAIN A 6' MINIMUM CLEARANCE
BETWEEN GROUND RODS AS DETAILED
ON STD. PLAN J-9a "TYPICAL GROUNDING
DETAILS".

ALL CONDUIT PENETRATING CABINET
SHALL BE TERMINATED WITH GROUNDING
END BUSHING AND BONDED TO THE
CABINET GROUNDING BUS.

INSTALL CONDUIT COUPLINGS ON ALL
CONDUITS. PLACE COUPLINGS FLUSH
WITH TOP OF CONCRETE FOUNDATION.
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